Specifications & Characteristics
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Specifications( *Fliﬁ)
Electrical Characteristics [ F&ﬁ?w[gcﬁ: 1

Residual resistance [7&‘?’1 =" fig]

Total resistance [ = [ ffif ] 5KQ-500KQ

Total resistance tolerance [ = [/ i fifi 7> ] £20%

Ratings power(w) [ &t )5k 0.05W

Resistance taper [ [i'fffid [~ % ] A.B, C.D,W
R < 10KQ 20Q Max.
10KQ< R =50KQ  30Q Max.

50KQ< R =500KQ 0.1%[ Max.

Sliding noise ¥ ]

100mV Max.

Withstanding voltage [Jirf F5/EY

1 minute at AC 300V




Gang error [HIFE ] -40dB ~ 0dB +3dB Max.
Insulation resistance [~ ] 100MQ Min. at DC 250V.
Max. operating voltage [Etfé,'l iﬁlE'J’F{TEﬂ AC 50V - DC 12V
Mechanical Characteristics| ’F“M‘l%ﬁ: ]

Operation torque [ [p'§8 ] 14 ] 30~200gf . cm

Rotation stopper strength [ (9% ] 6.0Kgf . cm Min.

Total rotational angle [[f'{# | ] 300 15°

Endurance Characteristics p”uq"&‘l%ﬁ: ]

Rotational life [ [FilfiiZf ] [More than15,000 cycles
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